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> #& FEATURES

o LMK
Semicolumn

o fEMMEALLY
Wide beam angle

> A& APPLICATIONS

BELEY—
Optical sensor
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The HPI340 is a PIN Photodiode mounted in a clear resin package. This semicolumn shape device has wide beam

(Ta=25%C)

ltem Symbol  Rating  Unit
# & K  Reverse voltage Vi 12 v
B 1 R £ Operating temp. Topr. | —30~+485| °C
f 7B E  Storage temp. Tste. |—30~+100| °C
$HEAMFEE  Soldering temp. *11 Tsol. 260 °c

*1. U—FRITLY 2mmBENfECHT, BHET,

Since 5sec at location minimum 2mm away from the package root.

» BESHEFRE ELECTRO-OPTICAL CHARACTERISTICS

(Ta=25°C)

Conditions in. . Max.
¥ # & & Short circuit current Isc Ev=1,000Lx *2 55 85 — uA
B B % Dark current Id Ve=10V — 1 50 nA
i ¥ M & = Capacitance Ct V=5V,f=1MHz — 13 — pF
7 K& B & Spectral sensitivity A Cut off 10% 400~1100 nm
E—J RBEKE Peak wavelength Ap — — 1000 — nm
* E 4 Half angle A6 — — *70 — deg

* 2. 88 =2856KIZHEAL J RTUER
Color temperature = 2856K standard Tungsten lamp
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The contents of this data sheet are subject to change without advance notice for the purpose of improvement. When using this product,
would you please refer to the latest specifications.
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PIND#+444—F PIN PHOTODIODE HPI340
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